4FT VAPOR TIGHT with MOTION SENSOR
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TESTED DATA: FEATURES AND STANDARDS:
Optlcal Details e The Vapor tight light is a Cost saving, energy
Light Efficiency 110 LpW CCT efficient alternative to traditional fluorescent tubes.
40K, 50K, o Easy installation design.
Beam Angle 180 e Suit for Damp/Wet locations.
CRI 280 o Water-proof, dust-proof, corrosion proof, full
polycarbonate lens and non-corrosive
Electrical Details polycarbonate body, can be used for food factory.
Input Voltage 100-277V AC Power * Noflicker led driver.
Factor >0.95 Dimmable Yes APPLICATION:
(Optional) Power Efficacy 292%
e Parking e Car washes
e Garage Utility ¢ Injection Molding
e Lighting ¢ Indoor Recreating
Other Details e Stairwells o Facilities Commercial
] o Warehouses e Farming Industrial/
Ing ress Protection P66 e Food e Commercial Freezers,
Lifespan 50,000+Hours * Processing * Shops etc.
Storage Temperature -40 ~80 C * LowBay
Operating Temperature -40 ~50 C
E2-SA7 E2-SA7 specifications
Programmable via dip switch or
optional RC-100 remote. (&
Power supply - 12V-24V DC, >50mA
HF System - 5.8GHz+75MHz
Dim control output - 0-10V, max. 25mA sinking current
Detection radius/angle - Max 17ft.(5.2m)/360°
Mounting height Max 13ft(4m)
Remote range - 50ft. (15m) indoor, no backlight
Humidity - Max. 95% RH
Temperature - -40°F ~ 158°F (-40°C ~ 70°C)
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11VVTLED Vapor Tight Fixture
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Product Number Wattage Color Certifications | Dimmable | Voltage | Lumens Hours CRI
FOR-11VTOB0W-4FT-M | 60W 40K, 50K, CE/RoHS Yes 100277vAC | 6600Im 50,000+ | 280
DLC/cETLus/FCC
RC-100 Remote .

CONNECT THE WIRE
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