
Sensor Based LED TROFFER LIGHT

The LED Troffer Lighting Series
can be widely used for Indoor Excellent for 
Offices, Hallways, Multipurpose Rooms , Office 
Buildings, Conference Rooms,super market, 
store and many other applications.

Lighting controls meet design lights consortium 
(DLC) networked lighting control system 
technical requirements, LLLC, Energy 
Monitoring and High End Trim function.

Wattages: 20W,25W,30W,34W,38W,45W

· Energy efficient: save up to 80% in energy costs

· High lumen output

· Mercury-free

· Instant-on light

· 50,000 hours at 70% lumen maintenance rated life

· 5 years manufacturer warranty

· Compatible with most Lutron and Leviton dimmers

· 12Vdc auxiliary dimming

· The 0-10V Dimming type is continuous
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Packaging information:

E2-TRF-1X4-20/25/30W-35/45K-G2:
1230MMX307MMX113MM(2Pcs/CTN)(48.4"
X12.1" X4.4" )

E2-TRF-2X2-20/25/30W-35/45K-G2:
617MMX610MMX123MM(2Pcs/CTN)(24.3"
X24.0" X4.8" )

E2-TRF-2X4-34/38/45W-35/45K-G2:
1227MMX610MMX123MM(2Pcs/CTN)(48.3"
X24.0" X4.8" )

1X4 FT

2X2 FT

2X4 FT

E2-TRF-2X2-20/25/30W-35/45K-G2



DIMENSION:

Wattages: 20W,25W,30W,34W,38W,45W

1X4 feet

2X4 feet 2X2 feet

Mounting:
Embedded installation.

603mm/23.75"1213mm/47.8"

1213mm/47.8"

Specifications:

1213MM/ 3MM MM

" / 75" "

298MM/ 3MM/ 3MM

11 75"/ 75"/ 75"

50MM/54MM/54MM 0"/ 13"/ 13"

7.7 6.8/11 4 lbs

ONTROL ODULE:

Multiple sensor solutions ready

Quick and easy in-field installation
of sensors.

The sensor receptacle is pre-embedded in the 
profile frame.

Integrated occupancy and daylight controls

Sensor Based LED TROFFER LIGHT

Selectable Power

20W 25W 30W
34W 38W 45W

Selectable CCT

3500 4000 5000



Wattages: 20W,25W,30W,34W,38W,45W

: ( )

      E2-TF14FRAME-W
2X2 feet SURFACE MOUNT KIT

E2-TF22FRAME-W
2X4 feet SURFACE MOUNT KIT

E2-TF24FRAME-W
1X4 feet SURFACE MOUNT KIT

: (ACCESSORIES NEED TO PURCHASED SEPARATELY)

6FTPRWG-3/8-3PIN
6FTPRWG-3/8-5PIN
6FTPRWG-3/8-6PIN
6FT 3/8 inch Metal Flexible Conduit

(With ANT-1P-4T use)

Sensor Based LED TROFFER LIGHT

E2-EMLY15W27-XX
k

v

WSD-TBAR Mounting Kit( SOLD SEPARAT ELY)

E2-TBAR
Emergency Backup 
Battery LED Driver Mounting 
Kit

E2-TBAR Mounting Kit for Emergency LED Driver When 

emergency led drivers can not be installed on the LED 

lights such as LED downlights, LED panel lights&LED troffer. 

We can install the emergency led drivers on the E2-TBARs

and E2-TBARs are installed on the grid ceiling.

E2-TBAR
Mounting Kit

Standard grid ceiling

ANT-1P-4T-BLE-SR
PIR Bluetooth
Microwave Sensor
For Silvair Systems

ANT-1P-4T
Bi-Level PIR 
Infrared Sensor



Please scan and
download the app:

Operation Instruction:
_Tng

Sensor Based LED TROFFER LIGHT

Wattages: 20W,25W,30W,34W,38W,45W



The Silvair Gateway connects Bluetooth mesh networks that have 
been commissioned using the Silvair Commissioning tools to the 
Silvair cloud. This allows the scheduling of events and delivery of 
services based on the data generated by these networks.

SGW-101
Smart Engineering Gateway

POWER SUPPLY

Functions:

Features:

OPERATING SYSTEM Ubuntu Core

PROCESSOR i.MX6ULL (Y2), 32-bit ARM 800 MHz

MEMORY 512 MB DDR3L SDRAM 8GB eMMC

COMMUNICATION PROTOCOLS

Bluetooth mesh (2.4 GHz Bluetooth Low Energy)
Wi-Fi 802.11a/b/g/n/ac (2.4/5 GHz)
4G LTE Cat 1 with 2G/3G (only for 
Cascade-500-W and Cascade-500-X gateways)

PORTS

1 x RJ45 10/100 Ethernet
1 x USB 2.0 Type-A
2 x external dipole antenna, 5 dBi (only for 
Cascade-500-W and Cascade-500-X gateways)

REQUIRED AMBIENT 
TEMPERATURE

0°C to 60°C 
32°F to 140°F

ENCLOSURE DIMENSIONS 127 mm x 127 mm x 30 mm 
(5 inch x 5 inch x 1.2 inch)

MOUNTING POSITION

Wall or surface mounted. As close to the 
geometrical center of the lighting network as 
possible, but as far as possible from potential 
sources of interference.

SECURITY

Sensor Based LED TROFFER LIGHT

Wattages: 20W,25W,30W,34W,38W,45W


